




GOLDEN GATE TANK REMOVAL, INC.
255 Shipley Street

San Francisco, CA 94107
Ph (415) 512-1555    Fx (415) 512-0964

SITE VICINITY PLAN
218-220 Clara Street

San Francisco, California

GGTR Project No. 8483 Revision1 By: baw/10.04Fn: 8483.psa.F2 Figure 2
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Residential/Commercial Property
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Multi-Residential/Commercial Lofts
(221 Clara Street)
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B1/MW1 Soil Boring/Well
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Golden Gate Tank Removal, Inc.

  Concrete (4")

UST excavation backfill material. Moist,
moderate to dark yellowish brown (10YR
5/4,4/2) silty, gravelly SAND with rock and
cobble fragments

(8.45)

12" Well Box
Concrete
(0'-1.0')

2"-Diameter
Sched. 40
Blank PVC
Casing
(0.4'-5')

#2/12 Silica
Sand
(4-15')

2"-Diameter
Sched. 40
Screened
(0.010 inch)
PVC Casing
(5-15')

Hydrated
Bentonite
Chip Seal
(2.5'-4.0')

8 Inches

(8.45)

Portland
Cement Seal
(1.0'-2.5')

LOG OF BORING  B1-MW1
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Total Boring Depth = 15 fbg
Total Well Depth = 15 fbg

SM

fbg = feet below grade; toc = top of well casing
ppm = parts per million; NR = no sample recovery

= sample interval
= sample retained (6 inches)
= Depth to static groundwater measured
   from grade October 7, 2004

BORING NUMBER:  MW1
LOCATION: 218-220 Clara Street

      San Francisco, CA
PROJECT NO: 8483
DRILLING CONTRACTOR: Gregg Drilling & Testing
DRILLING METHOD: 8-in. HSA
DRILLING DATE:  Septemeber 30, 2004

Logged By:  B. Wheeler    Checked By: M. Youngkin
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Same

Moist-to-wet, dark gray (N3) silty fine-
grained SAND with slight hydrocarbon odor.

8483
B1-13.5

8483
B1-9.5

8483
B1-7.5

NR

Wet, dark gray (N3) silty, fine-grained
SAND with slight hydrocarbon odor

Same


